
11100 Dana Circle   Cypress,  CA  90630          Tel : 800-888-6604   |   Fax : 888-455-5007           www.huntingtonbrass.com

ball rod end 
fits in stopper 
eye-screw hole

Pop-up Assembly Installations
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Slide lift rod through hole in the spout of the 
faucet.

Remove the flange from the top of the pop-up 
drain assembly. Loosen the lock nut on the body 
of the drain assembly and push up through the 
drain hole in the sink. Use silicone caulking and 
place a generous amount on the bottom of the 
drain flange and screw back onto the drain 
assembly body sticking up through the drain hole 
(some pop-ups may include a thin rubber washer 
that can be used in place of the silicone caulking) 
From underneath pull the drain assembly down 
and tighten the lock nut from the bottom with a 
wrench until tight. Make sure that the collar 
washer is snug in the drain hole from the bottom 
such that it will not leak water. Make sure that 
when tightening the lock nut that the plunger rod 
connection hole is face directly backwards.

Making sure that the plunger rod connection is 
facing back, remove metal lock nut from the hole 
in back of drain assembly. Then Remove spring 
clip from the plunger rod. Slide the cone seal and 
the locknut over long end of plunger rod until 
touching the ball joint. Next, Insert stopper into 
the drain collar and hold with eye-screw hole 
facing back. Insert short end of pivot rod into 
opening in rear of drain assembly (make sure the 
inner cone seal is installed and the rod goes 
through the eyelet in the stopper) Remember to 
apply tape or compound to threads. Tighten lock 
nut keeping ball in place. Make sure pivot rod 
can still move. Test the stopper function by 
moving the plunger rod up and down.

Next, Slide one end of spring clip onto pivot rod. 
Then slide end of pivot rod through hole in lift rod 
strap. Slide other end of spring clip onto pivot 
rod. Pinch spring clip to tighten.

Insert bottom of lift rod into hole at top of lift rod 
strap. Tighten thumb screw.

Connect the tail piece to the bottom outlet of the 
pop-up drain assembly if not done so already. 
Next, Connect the Tail piece to the top 
connection in the drain trap.
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POP-UP ASSEMBLY INSTALLATION


