
Installation & Specifications

In Wall Diverter Valve - PL3100T
Before Your Installation

Installing the HB in wall diverter valve

Tools You Will Need For Installation

Silicon Caulking

SILICONE

Adjustable Wrench Seal Tape Pen Metal Cutting Tool

Rev. 200606

� Read all instructions carefully. Before Beginning
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  provided they are installed and used properly.
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1/2” NPT

3 1/8”

6 1/2”

3 3/4”

3 1/4”



PL3100T - In Wall Diverter Valve

11100 Dana Circle   Cypress,  CA  90630                                                 Tel : 800-888-6604   |   Fax : 888-455-5007                                                         www.huntingtonbrass.com

Installation Instructions

“ T ” DIMENSION

“ T ” DIMENSION

“ L ” Dimension

Handle Tip

Special Adaptor Install for  Bellezza / Chameleon  / Atlantis

PL *

1/2”

1/2”
3/4”

3/4”

1/2”

7/8”

9/10”
9/10”

see step 4 

see step 4 

see step 4 

see step 4 
see step 4 
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ML *

BX *

AL *

CL *

DL *

BJ *
JL *
BZL (Bellezza Lever)

BZX (Bellezza Cross)

ASL (Atlantis Lever)

CCP (Chameleon w/ Metal)

CNK (Chameleon w/ Metal)

CGD (Chameleon w/ Ceramic)

CGN (Chameleon w/ Ceramic)

WBL (Wyndamere Lever)
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* Handle tips indicated can be used with various 
different handle bases all handle bases have a 
different height dimension. Thus, the “T” length 
must be measured from the end of the escutch-
eon after installation onto the threaded nipple. 

* These dimensions are for reference only, 
double check all dimensions before cutting

“ T ”

1. “L” dimension - The “L” dimension is the 
length that the all thread (9/16-20) nipple 
should be cut to for applicable trim installa-
tion.  To find the “L” dimension,  see step 1 of 
the trim installation process. 

2. “T” dimension - The “T” dimension is the 
length of the stem that should protrude from 
the escutcheon base after the nipple is 
marked, cut and installed back on the valve.

To find the “L” dimension after the rough-in is installed and the finished wall is completed, first 
install the handle escutcheon and ring (if applicable). Mark the threaded nipple were the escutch-
eon ends. Remove the nipple by unscrewing and then cut the nipple 1/8” below the marking to 
ensure that the handle tip will fit flush with the escutcheon. Once the nipple is cut to the proper 
length, reinstall onto the cartridge stem, and prepare to measure the “T” dimension for the stem 
length.

To find the “T” dimension, first reinstall the escutcheon and base ring after the threaded nipple has 
been cut to the correct length. Make sure that none of the threaded nipple is protruding from the 
escutcheon. Next, cut the broach to the specific “T” dimension for the handle style that is applied. 
Cut the broach stem at the notch area if possible, if not then some filing of the end of the stem may 
be needed to fit the handle tip on the stem. 

Finding the “L” Dimension1

Finding the “T” Dimension2
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I m p o r t a n t
Valve stem & thread will have to be cut differently to fit 
various trims. Make sure that no part of the valve is altered 
until trim is in hand ready to install. HB will not assume 
responsibility for installation negligence.

Before Installing Handle Trim

Adaptor PL014

Adaptor PL013

1“
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Leave a small gap to avoid
handle tip & base rubbing

Finally, after the threaded nipple and the stem are cut to the proper dimensions for the trim to be 
installed, you can install the handle trim parts. First, place the ring or flange on and screw the 
handle escutcheon onto the threaded nipple until tight. HB advises using silicone caulking where 
the wall and the escutcheon meet. Next, install the handle tip by sliding the handle tip onto the 
stem and securing with the set screw (some handles may use a top down screw to install) Make 
sure the handle tip is pointed down in the off position.
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Atlantis

WyndamereChameleon
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*stem is cut below the 
handle base opening for 
handle tip to be installed

*stem is cut below the 
handle base opening for 
adaptor & handle tip to be 
installed

Install handle tip here

The non threaded part of the nipple
must not exceed the finished wall

Incorrect



FFL-xxS - In Wall Diverter Valve Installation Instructions

I m p o r t a n t
Valve stem & thread will have to be cut differently to fit
various trims.Make sure that no part of the valve is altered
until trim is in hand ready to install. HB will not assume
responsibility for installation negligence.

IMPORTANT !
3.3” minimum

IMPORTANT !
3.3” minimum

finish wall

Threaded Nipple

finish wall

finish wall

FINISH WALL 
MARK LINE0.4”

CUT LINE

CUT LINE

STEP 1

When roughing in the valve, test fit the handle 
to make sure it will be in the desired final position.

3.3” from the finish wall (center of the stop
to the finish wall)

STEP 2

After marking threaded nipple unscrew it from the valve.

STEP 3

Cut the 16 point stem flush with the finished wall.

STEP 4

Measure 0.4” from the finish wall marking line.
Cut threaded nipple so it will sit 0.4” inside the finished wall.

STEP 5

Install threaded nipple onto the valve.
Install adapter onto the threaded nipple.

Install handle and escutcheon onto the adapter and tighten set screw.

After the rough-in is installed and the finished wall is 
completed, mark the threaded nipple where it is flush 
with the wall surface.

Threaded Nipple

Threaded Nipple

Adapter

Escutcheon

Set Screw


