
Tools You May Need

Flat HeadAllen Wrench Phillips Screwdriver

 Tub/Shower & Shower only Cartridge   - Installation Instructions

Remove the sleeve cap.  Withe your hands 
unscrew the cap off.

Remove the push pull diverter trim.  (This step 
will have to be done if you have a tub and 
shower valve.) Remove the diverter cap.  Withe 
a screwdriver unscrew the screw.    

Remove  the adaptor.  Grab an allen wrench 
and unscrew the allen screw, on the bottom 
of the adaptor.

Remove the sleeve by slidding it off the 
valve.  Remove  the face plate cap by 
snapping it off the the plate.

Grab an adjustable wrench and screw the 
lock sleeve off the valve.

Remove the cartridge by pulling it off the 
valve.  (Optional- Remove the pressure 
balancing unit)  Use a small flat head and try 
pulling it out.  Once out of the valve 
chamber grab it with fingers and wiggle it 
out of chamber.  

Remove face plate.  Unscrew the screws with 
a screw driver and pull the face plate out of 
the valve.  (Make sure to turn off the service 
stops on the side of the valve.) Use a flat 
head and close the both service stops

 ST8000 cartridge & ST8000B pressure balancing unitIMPORTANT: Make sure to turn off the main 
water supply to the valve before you begin

 Taking the cartridge out
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Tools You May Need

Flat HeadAllen Wrench Phillips Screwdriver

 Tub/Shower & Shower only Cartridge   - Installation Instructions

Screw the sleeve cap back onto the valve
Place the push pull diverter (only for tub and 
shower valves) back onto the valve.  

Place adaptor back onto the catridge and 
use allen wrench to tighten the screw to the 
catridge.

Slide the sleeve back onto the valve.
Snap the face plate cap back onto the face 
plate.

Screw the raw sleeve back onto the valve.   With your hands screw the 
sleeve onto the valve first.  It is very important to watch that the 
cartridge does not move when you begin to tighten the sleeve. (Hint:  
With one hand as you hand tighten the sleeve, use the other hand and 
push onto the top of the cartridge so that it doesnt move as you tighten 
the sleeve.)  Once its hand tighten use a wrench and tighten it.  Open 
the service stops with the flat head.  

Place the pressure balancing unit into the valve.  Notice 
the nipples on the bottom of the unit, they have to line up 
with the holes on inside of the valve chamber.    Press 
down on it to secure.  Place the Cartridge onto the 
pressure balancing unit, by inserting the nipples on the 
back of the cartridge to the holes on the pressure unit.  
Lubricate rubber washers if needed.  

Before you place the face plate back, Turn the main water back 
on to the valve and open valve.  Check and make sure valve is 
not leaking.  If it leaks at the top of the cartridge or at the bottom 
take off the cartridge and repeat steps.  (The reason is because 
the cartridge is not making a proper seal with the valve)
Place face plate over valve and secure with screws

 ST8000 cartridge & ST8000B pressure balancing unitIMPORTANT: Make sure to turn off the main 
water supply to the valve before you begin

 Putting the cartridge in
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