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Transfer Valve Set Installation
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ESCUTCHEON
RETAINING NUT
LOCK NUT

TRANSFER VALVE
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HOUSING
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LOCK NUT & METAL WASHER
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Tools You Will Need

Plumber's putty

SILICONE

Adjustable Wrench Pipe Tape Groove joint plier Allen Wrench Phillips Screwdriver
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Help Info? Please call Toll-FREE customer service line at 
1-800-888-6604 for additional assistance service.

11100 Dana Circle   Cypress,  CA  90630
Tel : 800-888-6604   |   Fax : 888-455-5007      
www.huntingtonbrass.com

1.  Screw one locking nut on the transfer valve all the way to the bottom of the shank.  
Install the transfer valve shank through the hole.  Do not tighten the locking nut.
2.  From the top grab the retaining nut, and screw it on the transfer valve.  Next grab 
the escutcheon and slip it over the shank.  Finally install the escutcheon by simply 
screwing it on to the top of the shank.  Make sure you screw the escutcheon all the way 
down.  You will later adjust the height, when you install the handle.

1.  Install the handle to the top of the shank.  Each handle has its own method of install-
ment.  Make sure to follow the instructions for your handle.  Adjust the escutcheon to fit 
desired look, and tighten the locking nut from below using an adjustble wrench.
2.  Install the housing on to the other hole.  Unscrew the locking nut and clamp.  From the 
top place the housing over the hole, and from below insert the clamp followed by the 
locking nut.
3.  Connect the hand held hose to the hand held shower and slip the hose through the 
housing.

Connect the hoses.
1.  The top connection (the smaller one) is 
for the hand held shower.
2.  The two outlets on each side are 
connections for the hot and cold hoses 
coming from the hot and cold shanks on 
the faucet.
3.  The bottom outlet connects to the 
bottom of the spout shank.
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