
Fine Decorative Plumbing Since 1935
WESTBRASS Two Handle Kitchen Faucet

Models: WAS01

Llaves de Fregaderos de dos Manijas
Modelos: WAS01

ASME A112.18.1 / CSA B125.1

YOU MAY NEED:
USTED PUEDE NECESITAR:

Water Supply Connectors not 
provided. Choose connectors 
with 1/2” iron pipe outlet 
connections.

El Tubo De Abasto No Es 
Proveido. Selectione su tubo de 
abasto con connector de 12,7mm 
para tubo de hierro.

Important: Use Teflon Tape on 
all threaded connections.
Importante: Use cinta para 
plomero todas las conexiones 
roscadas.

Silicone Sealant: Use silicone 
sealant under base of faucet.
Sellador de silicón: Si el lavama-
nos está desnivelado use sellador de 
silicón debajo de la base del borde.

Wrenches: For faucet removal 
and installation.
Llaves: Para quitar y instalación 
de lavamanos.

SILCONE

1.  Shut off Water Supply:
Remove old faucet. Place gasket on bottom of 
faucet. Use silicone seal between gasket and 
sink surface.

2.  Secure faucet to sink:
Attach Spray Hose to Spray Hose Nipple.
Using locknuts provided. Do not over tighten. 
Clean-up excess silicone. 

3.  Install water supplies (Not included): 
To bottom of faucet. Use connectors to fit on 
1/2” iron pipe.

4. Important: After installation is complete, 
remove aerator by turning counter-clockwise, 
turn handles on to full on mixed position. Turn 
on water supplies and check for leaks. Let lines 
flush for one minute to eliminate debris and 
flush valves, without moving handles. After 
flushiing, shut off water at faucet and replace 
aerator.

1.  Cierre el Suministro de Agua:
Quite la llave vieja. Coloque la llave en el fregade-
ro deslizando las mangueras hacia abajo a traves 
del joyo en el centro del fregadero. Asegúrese 
que la guia plastica de la manguera del tuba de 
salida este en su sutio. Ultilce sellador de silicon 
para proporcionar un sello entre el placa de 
negro y tope del fregadero.
2.  Fife la llave al fregadero: 
Con las contratuercas proporcionadas. Apriete 
Solo Con La mano. Conecte la manguera con el 
rociador a la entrerrosca de ésta.
3.  Conecte al tubo de abasto. 
Nota: El Tubo De Abasto No es proveido. Sele-
cione su tubo de abasto con conector de 12,7mm 
para tubo de hierro.
4. Importante: Después que la instalación 
está completa, quite el aireador, gire la mannijas 
a la posición de temperatura mixta y ábraio al 
máximo. Abras las líneas de suministro e inspec-
cione en caso de fugas, dejando que fluya el 
agua un minuto entero sin mover la manijas de la 
llave. Esto hará salir toda partícula o basura de la 
linea, la cual podría causar daños a componentes 
internos de la llave o causar fugas. Después de 
hacer esto, cierre la llave y reemplace el aíreador.

Lever Handles w/ Screws
Palancas con Tornillos

Set Screw
Tornillos de Presión

Bonnet Nuts
Bonetes

Stem Unit Assembly
Ensamble de la Unidad
del Vàstago

Seats and Springs
Asientos y Resortes

Gasket
Empaque

Locknuts
Contratuercas

Escutchen
Chapeton

Diverter Assembly
Ensamble del Desviador

Spout Bonnet
Bonete del Tubo de Salida

Bushing
Casquillo

Thin O-Ring
Anillo “O” Delgado

Thick O-Ring
Anillo “O” Grueso

Aerator
Aireador

Spout Assembly
Ensamble del Tubo
de Salida

Spray & Hose Assembly
Ensamble de la Rociador 
y Manguera

Spray Support
Soporte del Rociador

1-3/8” Dia.
2” Max 

1-1/8” Max



Care Instructions
Care should be given to the cleaning of this product. 

To Clean
Wipe gently with a damp cloth.
Blot dry with a soft towel.

Maintenance
Shut Off Water Supplies
If faucet leaks from under handle:
Remove handle and tighten adjusting ring.

If leak persists:
Replace Ball Assembly, Delta Repair kit RP12388

If faucet leaks from spout:
Replace Seats and springs, Delta kit RP1815

If faucet leaks from around spout body:
Replace O-rings, Delta kit RP33435

If spray attachment does not function properly:
A. Remove and clean diverter assembly
B. Replace diverter assembly, Delta kit RP5267

If faucet exhibits low flow:
A. Remove and Clean Aerator
B. Clean seats and spring of any debris.

Instrucciones Sobre el Cuidado
Se debe tener cuidado con la  limpieza de este producto. 

Para limpiaria:
Frote con un Paño húmedo.
Séquela con una toalla sueve.

Mantenimiento
Cierre Los Suministros de Agua.
Si la llave filtraciones desde la parte debajo de la manija:
Quite la manija y apriete el anillo de adjuste. 
Si la fuga persiste:
Reemplace Ensamble de la Bola, Equipo de Reparación 
RP12388

Si la llave tiene fugas en la salida:
Reemplace Asiento y Restories, Equipo para Reparación 
RP1815

Si la llave tiene fugas alrededor de cuerpo de salida:
Reemplace el Anillos “O”, Equipo para Reparación RP33435

Si el ensamble del rociador no funciona bien:
A. Quite y limpie ensamble del Desviador
B. Reemplace Ensamble del Desviador, Equipo para Reparación 
RP5267 

Si la llave muestra un flujo muy bajo:
A. Quite y limpie el alreador
B. Limpie los Asientos y Resortes de cualquier escombro.
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Drain and Strainer Finishes:

 (01) PVD Polished Brass  (26) Polished Chrome  (07) Satin Nickel 
 (12) Oil Rubbed Bronze  (50) Powder Coated W  (62) Powder Coated Flat Black

CARE & MAINTENANCE

TO CLEAN:
Do not allow your product to come into contact with any cleansers forti-

Soft Scrub, Dawn Liquid Soap, Palmolive or any other combined cleaners 
contain certain chemical components that will dissolve and remove the 

warm water and mild soap on a soft cloth or sponge. Avoid using any 
sponge with a scouring pad to clean your product. It is not necessary to 
rub hard to remove spots. 

and living, require some care in use.

WARRANTY
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delivery merchandise are warranted for one year. Warran-
ties are guaranteed to the original purchaser only. Product 
problems attributable to abuse, misuse, improper instal-
lation, hard water, neglected maintenance or accidental 
damage are not covered by this warranty. Modifying the 
product in any way voids the warranty. The use of plumb-
er’s putty on our products also voids the warranty. Silicone 

sealing compounds should be used instead. No repairs  
or replacements will be made under such circumstances 
except at customer’s expense. Liability under warranties 
expressed or implied is limited to repair or replacement of 
defective goods only. In no event will Westbrass be liable for  
incidental or consequential damages (such as labor charges). 
This warranty does not cover labor charges, whether based on 
breach of express or implied warranty, breach of contract,  
negligence or any other legal theory. 

TO PROTECT: 
An occasional application of Carnauba wax 
(without cleaners), like that found in Flitz Fau-
cet Wax, Turtle Wax for Clear Coat Car Finishes 
or McGuire’s Premium Wax, will enhance the 

Functional Warranty:

Other Westbrass �nishes, including living �nishes and other electroplated �nishes carry no warranty.
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