WATERSTONE FAUGET SPECIFICATIONS = WATERSTONE

FAUCETS

CONTEMPORARY (2" APPLIANCE PULL HCP-120I

» FITS MATERIALS FROM /4" TO [-1/2" THICK
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@ HIGH PERFORMANGE LEAD FREE BRASS

DIMENSIONS MAY VARY AND ARE SUBJECT TO CHANGE. NO RESPONSIBILITY IS ASSUMED FOR USE OF SUPERCEDED OR VOIDED DATA
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WATERSTONE FAUGET SPECIFICATIONS = WATERSTONE

FAUCETS

CONTEMPORARY (8" APPLIANCE PULL HCP-1800

» FITS MATERIALS FROM /4" TO [-1/2" THICK
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@ HIGH PERFORMANGE LEAD FREE BRASS

DIMENSIONS MAY VARY AND ARE SUBJECT TO CHANGE. NO RESPONSIBILITY IS ASSUMED FOR USE OF SUPERCEDED OR VOIDED DATA
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WATERSTONE FAUGET SPECIFICATIONS = WATERSTONE

FAUCETS

CONTEMPORARY 24" APPLIANCE PULL HCP-2400

» FITS MATERIALS FROM /4" TO [-1/2" THICK
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@ HIGH PERFORMANGE LEAD FREE BRASS

DIMENSIONS MAY VARY AND ARE SUBJECT TO CHANGE. NO RESPONSIBILITY IS ASSUMED FOR USE OF SUPERCEDED OR VOIDED DATA
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WATERSTONE FAUGET SPECIFICATIONS = WATERSTONE

FAUCETS

CONTEMPORARY 30” APPLIANCE PULL HCP-3000

» FITS MATERIALS FROM /4" TO [-1/2" THICK
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@ HIGH PERFORMANGE LEAD FREE BRASS

DIMENSIONS MAY VARY AND ARE SUBJECT TO CHANGE. NO RESPONSIBILITY IS ASSUMED FOR USE OF SUPERCEDED OR VOIDED DATA
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