
Pre-Carbon
Carbon Block

This carbon block �lter is made of high quality activated Carbon. It
reduces chlorine taste and odors, as well as conditions the 
water before it is treated by the reverse osmosis membrane.

Operating Parameters

Operatiing Temp.       :Min.  4˚C (39˚F)
               Max.  38˚C (100˚F)

Working Pressure      : Min. 35 psi. (241kPa)
               Max.  100 psi. (689 kPa)

Flow Rate  :              0.5 gpm (1.89 lpm)

OPEN                                              CLOSE

Do not use with water that is microbiologically unsafe or of unknown
quality without adequate disinfection before or after the system. It is
essential for proper operation that the user follow the recommended
maintenance and �lter change-out schedule provided in the user
manual.
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1/8” NPT
Pipe Thread

1/4” Plastic Tubing 
Compression

1/4 - Turn Ball Valve

1/4” Female
Compression

1/4” John 
Guest Insert

2- #10 x 3/4”
Pan Head 
Wood Screws

1/2” MIP x 1/2” FIP
Faucet Tap Fitting

1/8” Female 
NPT Pipe Thread1/2” Flat NPT

Washer

1/2” Cone NPT
Washer

Mounting Accessories

Carbon Block 
Filter Cartridge

Bayonet Filter 
Manifold and 
Mounting Bracket
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WESTBRASS

SPECIFICATION SHEETPART NO.   FRQ-100 Water Filter with extra cartridge


